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Please check pressure rating of the pipe fittings!			 

Custom orders on request						    

Also available with most other connections 					   

All dimensions subject to change without notice					   

Dimensions in mm | Weight in kg | Pressure in bar

Valves

Check valves with threaded connector · steel · DN 4 - DN 50

Connection DN Thread
D

OD    L L1 D1 SW Opening- 
pressure 

Weight DN PN Article no. PN Article no.

For cut (clamp) 
ring tube 
fitting 
DIN 2353 
light series 
ISO 8434-1

4 M 12 x 1.5 6 88.0 10 21.0 19 1.0 0.2 4 420 233033 420 233141
6 M 14 x 1.5 8 88.0 10 21.0 19 1.0 0.2 6 420 233034 420 233142
8 M 16 x 1.5 10 85.0 11 27.0 24 0.5 0.3 8 420 233036 420 233143

10 M 18 x 1.5 12 87.0 11 27.0 24 0.5 0.3 10 420 233037 420 233144
12 M 22 x 1.5 15 105.0 12 33.5 30 0.5 0.5 12 420 233038 420 233145
16 M 26 x 1.5 18 100.0 12 45.0 36 0.5 0.8 16 420 233040 420 233146
20 M 30 x 2 22 126.0 14 45.0 41 0.5 1.0 20 420 233041 420 233147
25 M 36 x 2 28 137.0 14 55.0 50 0.5 1.8 25 420 233042 420 233148
32 M 45 x 2 35 174.5 16 70.0 60 0.5 3.0 32 420 233044 420 233149
40 M 52 x 2 42 196.5 16 86.0 75 0.5 5.4 40 420 233045 420 233150

For cut (clamp) 
ring tube 
fitting 
DIN 2353 
heavy series 
ISO 8434-1

4 M 16 x 1.5 8 94.0 12 21.0 19 1.0 0.2 4 420 233031 420 233151
6 M 18 x 1.5 10 94.0 12 21.0 19 1.0 0.2 6 420 233054 420 233152
8 M 20 x 1.5 12 89.0 12 27.0 24 0.5 0.3 8 420 233032 420 233153

10 M 22 x 1.5 14 93.0 14 27.0 24 0.5 0.3 10 420 233055 420 233154
12 M 24 x 1.5 16 109.0 14 33.5 30 0.5 0.5 12 420 233056 420 233155
16 M 30 x 2 20 108.0 16 45.0 36 0.5 0.8 16 420 233035 420 233156
20 M 36 x 2 25 134.0 18 45.0 41 0.5 1.0 20 420 233057 420 233157
25 M 42 x 2 30 149.0 20 55.0 50 0.5 1.8 25 420 233058 420 233158
32 M 52 x 2 38 185.5 22 70.0 60 0.5 3.2 32 420 233053 420 233159

BSP-female thread 
DIN EN ISO 228-1

4 G 1/8 - 90.0 12 21.0 19 1.0 0.2 4 420 233039 420 233160
6 G 1/4 - 90.0 12 21.0 19 1.0 0.2 6 420 233059 420 233161

10 G 3/8 - 85.0 14 27.0 24 0.5 0.3 10 420 233060 420 233162
12 G 1/2 - 104.0 15 33.5 30 0.5 0.5 12 420 233061 420 233163
16 G 5/8 - 106.0 18 45.0 36 0.5 0.9 16 420 233043 420 233164
20 G 3/4 - 120.0 18 45.0 41 0.5 1.0 20 420 233062 420 233165
25 G 1 - 142.0 18 55.0 50 0.5 1.8 25 420 233063 420 233166
32 G 1¼ - 151.5 20 70.0 60 0.5 2.9 32 420 233046 420 233167
40 G 1½ - 184.5 22 86.0 75 0.5 5.6 40 420 233047 420 233168
50 G 2 - 225.0 24 106.0 95 0.5 10.0 50 420 233048 420 233169

   

NPT-female thread 
ANSI/ASME 
B1.20.1-1983

4 1/8 - 27    NPT - 90.0 6.9 21.0 19 1.0 0.2 4 420 233049 420 233170
6 1/4 - 18    NPT - 90.0 10.0 21.0 19 1.0 0.2 6 420 233064 420 233171

10 3/8 - 18    NPT - 85.0 10.3 27.0 24 0.5 0.3 10 420 233065 420 233172
12 1/2 - 14    NPT - 104.0 13.6 33.5 30 0.5 0.5 12 420 233066 420 233173
20 3/4 - 14    NPT - 120.0 14.1 45.0 41 0.5 1.0 20 420 233067 420 233174
25 1 - 11½    NPT - 142.0 16.8 55.0 50 0.5 1.8 25 420 233068 420 233175
32 1¼ - 11½ NPT - 151.5 17.3 70.0 60 0.5 2.9 32 420 233050 420 233176
40 1½ - 11½ NPT - 184.5 17.3 86.0 75 0.5 5.6 40 420 233051 420 233177
50 2 - 11½    NPT - 225.0 17.7 106.0 95 0.5 10.0 50 420 233052 420 233178

Body: steel, zinc nickel plated steel, zinc nickel plated
Seat: POM POM
O-rings: FKM NBR
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Please check pressure rating acc. to ISO 6162

Custom orders on request

All dimensions subject to change without 
notice

To turn the direction of the flow switch 
part 3, 4, 5 and 8

Remove part 9 for ISO 6162-1

Dimensions in mm | Weight in kg |  
Pressure in bar

Valves

Check valves with flange connection ISO 6162 · steel · DN 13 - DN 51

1	 Body

2	  Cap

3	 Piston

4	  Spring

5	  Seat

6	  O-ring

7	  O-ring

8	  Inverted ring

9	  Sleeve

Connection DN L1 D1 D2 Opening- 
pressure 

Weight PN Article no.

ISO 6162-1/-2

13 47.0 33.5 36.0 1 0.2 420 233091
19 59.0 42.0 46.0 1 0.4 420 233092
25 67.0 48.0 51.0 1 0.6 420 233093

32/25 70.0 55.0 61.0 1 0.9 420 233094
38/32 80.0 65.0 70.0 1 1.3 420 233095
51/32 82.0 76.0 86.0 1 2.1 420 233096

Body: steel, zinc nickel plated
Seat: POM
O-rings: FKM

Ø 2D

9 81 24 5 67 3

L 1D1Ø

Version 1: round body
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Valves

Check valves with flange connection ISO 6162 · steel · DN 13 - DN 51

1	 Body

2	  Cap

3	 Piston

4	  Spring

5	  Seat

6	  O-ring

7	  O-ring

8	  Inverted ring

Body: steel, zinc nickel plated
Seat: POM
O-rings: FKM

Connection DN L1 L2 L3 Opening- 
pressure 

Weight PN Article no.

ISO 6162-1/-2

13 47.0 31.0 33.4 1 0.3 420 233097
19 59.0 39.0 41.5 1 0.5 420 233098
25 67.0 45.5 47.5 1 0.7 420 233099

32/25 70.0 52.0 57.0 1 1.2 420 233100
38/32 80.0 62.0 65.0 1 1.7 420 233101
51/32 82.0 73.0 79.0 1 2.9 420 233102

3
L

6 254 837 1
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Version 2: square body
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Please check pressure rating acc. to ISO 6162

Custom orders on request

All dimensions subject to change without 
notice

To turn the direction of the flow switch 
part 3, 4, 5 and 8

Dimensions in mm | Weight in kg |  
Pressure in bar
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Custom orders on request						    

All dimensions subject to change without notice					   

Dimensions in mm | Weight in kg | Pressure in bar

Valves

Needle valves with threaded connector · DN 4 - DN 50

Connection DN Thread
D

   L L1 A B øC H H1 H2 H3 H4 Weight DN PN Article no. PN Article no.

BSP-female thread 
DIN EN ISO 228-1

4 G 1/8 38 10.0 M 18 x 1.5 20 29 20 10.0 23 87 78 0.2 4 350 219001 350 219076
6 G 1/4 48 12.0 M 18 x 1.5 25 29 25 12.5 28 92 83 0.3 6 350 219002 350 219077

10 G 3/8 58 14.0 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 10 350 219003 350 219078
12 G 1/2 68 15.0 M 18 x 1.5 35 29 35 17.5 38 103 93 0.7 12 350 219004 350 219079
16 G 5/8 78 16.0 M 22 x 1.5 45 38 45 22.5 49 123 111 1.3 16 350 219055 350 219080
20 G 3/4 78 16.0 M 22 x 1.5 45 38 45 22.5 49 123 111 1.3 20 350 219005 350 219081
25 G 1 108 20.0 M 22 x 1.5 50 38 50 25.0 54 128 116 2.0 25 350 219006 350 219082
32 G 1¼ 108 20.0 M 36 x 1.5 60 50 60 30.0 66 183 164 3.3 32 350 219007 350 219083
40 G 1½ 108 23.0 M 36 x 1.5 70 50 70 35.0 76 193 174 4.2 40 350 219008 350 219084
50 G 2 130 24.5 M 36 x 1.5 90 50 90 45.0 96 213 194 7.7 50 350 219009 350 219085

NPT-female thread 
ANSI/ASME 
B1.20.1-1983

4 1/8 - 27    NPT 38 6.9 M 18 x 1.5 20 29 20 10.0 23 87 78 0.2 4 350 219010 350 219086
6 1/4 - 18    NPT 48 10.0 M 18 x 1.5 25 29 25 12.5 28 92 83 0.3 6 350 219011 350 219087

10 3/8 - 18    NPT 58 10.3 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 10 350 219012 350 219088
12 1/2 - 14    NPT 68 13.6 M 18 x 1.5 35 29 35 17.5 38 103 93 0.7 12 350 219013 350 219089
20 3/4 - 14    NPT 78 14.1 M 22 x 1.5 45 38 45 22.5 49 123 111 1.3 20 350 219014 350 219090
25 1 - 11½    NPT 108 16.8 M 22 x 1.5 50 38 50 25.0 54 128 116 2.0 25 350 219015 350 219091
32 1¼ - 11½ NPT 108 17.3 M 36 x 1.5 60 50 60 30.0 66 183 164 3.3 32 350 219016 350 219092
40 1½ - 11½ NPT 108 17.3 M 36 x 1.5 70 50 70 35.0 76 193 174 4.2 40 350 219017 350 219093
50 2 - 11½    NPT 130 17.7 M 36 x 1.5 90 50 90 45.0 96 213 194 7.7 50 350 219018 350 219094

Female thread 
ISO 11926-1

4 7/16 - 20  UNF - 2B 42 6.9 M 18 x 1.5 20 29 20 10.0 23 87 78 0.2 4 350 219020 350 219095
6 1/2 - 20   UNF - 2B 48 10.0 M 18 x 1.5 25 29 25 12.5 28 92 83 0.3 6 350 219056 350 219096
8 9/16 - 18  UNF - 2B 58 12.7 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 8 350 219021 350 219097

10 3/4 - 16    UNF - 2B 60 14.3 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 10 350 219022 350 219098
12 7/8 - 14   UNF - 2B 72 16.7 M 18 x 1.5 35 29 35 17.5 38 103 93 0.7 12 350 219057 350 219099
16 11/16 - 12 UN -   2B 84 19.0 M 22 x 1.5 45 38 45 22.5 49 123 111 1.3 16 350 219023 350 219100
20 15/16 - 12 UN -   2B 108 19.0 M 22 x 1.5 50 38 50 25.0 54 128 116 2.0 20 350 219024 350 219101
25 15/8 - 12   UN -   2B 108 16.8 M 22 x 1.5 60 38 60 30.0 66 138 126 3.3 25 350 219025 350 219102
32 17/8 - 12   UNF - 2B 108 19.0 M 36 x 1.5 70 50 70 35.0 76 193 174 4.2 32 350 219026 350 219103
40 2½ - 12    UNF - 2B 130 19.0 M 36 x 1.5 90 50 90 45.0 96 213 194 7.7 40 350 219027 350 219104

Body: steel, zinc nickel plated stainless steel
Spindle: steel stainless steel
Rotary knob: aluminum aluminum
O-rings: NBR FKM
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Opening pressure: 0.5

Custom orders on request

All dimensions subject to change without notice

Dimensions in mm | Weight in kg | Pressure in bar

Valves

Flow control valves with threaded connector · DN 4 - DN 50

Connection DN Thread
D

   L L1 L2 A B øC H H1 H2 H3 H4 Weight DN PN Article no. PN Article no.

BSP-female thread 
DIN EN ISO 228-1

4 G 1/8 45 10.0 28 M 18 x 1.5 20 29 20 10.0 23 87 78 0.3 4 350 218001 350 218071
6 G 1/4 55 12.0 35 M 18 x 1.5 25 29 25 12.5 28 92 83 0.4 6 350 218002 350 218072

10 G 3/8 65 14.0 41 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 10 350 218003 350 218073
12 G 1/2 73 15.0 48 M 18 x 1.5 35 29 35 17.5 38 103 93 0.7 12 350 218004 350 218074
20 G 3/4 88 16.0 57 M 22 x 1.5 45 38 45 22.5 49 123 111 1.4 20 350 218005 350 218075
25 G 1 127 20.0 77 M 22 x 1.5 50 38 50 25.0 54 128 116 2.2 25 350 218006 350 218076
32 G 1¼ 143 20.0 93 M 36 x 1.5 60 50 60 30.0 66 183 164 4.0 32 350 218007 350 218077
40 G 1½ 143 23.0 98 M 36 x 1.5 70 50 70 35.0 76 193 174 5.0 40 350 218008 350 218078
50 G 2 165 24.5 111 M 36 x 1.5 90 50 90 45.0 96 213 194 9.1 50 350 218009 350 218079

NPT-female thread 
ANSI/ASME 
B1.20.1-1983

4 1/8 - 27    NPT 45 6.9 28 M 18 x 1.5 20 29 20 10.0 23 87 78 0.3 4 350 218010 350 218080
6 1/4 - 18    NPT 55 10.0 35 M 18 x 1.5 25 29 25 12.5 28 92 83 0.4 6 350 218011 350 218081

10 3/8 - 18    NPT 65 10.3 41 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 10 350 218012 350 218082
12 1/2 - 14    NPT 73 13.6 48 M 18 x 1.5 35 29 35 17.5 38 103 93 0.7 12 350 218013 350 218083
20 3/4 - 14    NPT 88 14.1 57 M 22 x 1.5 45 38 45 22.5 49 123 111 1.4 20 350 218014 350 218084
25 1 - 11½    NPT 127 16.8 77 M 22 x 1.5 50 38 50 25.0 54 128 116 2.2 25 350 218015 350 218085
32 1¼ - 11½ NPT 143 17.3 93 M 36 x 1.5 60 50 60 30.0 66 183 164 3.9 32 350 218016 350 218086
40 1½ - 11½ NPT 143 17.3 98 M 36 x 1.5 70 50 70 35.0 76 193 174 5.0 40 350 218017 350 218087
50 2 - 11½    NPT 165 17.7 111 M 36 x 1.5 90 50 90 45.0 96 213 194 9.1 50 350 218018 350 218088

Female thread 
ISO 11926-1

4 7/16 - 20  UNF - 2B 49 11.5 28.0 M 18 x 1.5 20 29 20 10.0 23 87 78 0.3 4 350 218020 350 218089
6 1/2 - 20   UNF - 2B 55 11.5 33.5 M 18 x 1.5 25 29 25 12.5 28 92 83 0.4 6 350 218055 350 218090
8 9/16 - 18  UNF - 2B 67 12.7 42.0 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 8 350 218021 350 218091

10 3/4 - 16    UNF - 2B 67 14.3 42.0 M 18 x 1.5 30 29 30 15.0 33 98 88 0.5 10 350 218022 350 218092
12 7/8 - 14   UNF - 2B 77 16.7 50.0 M 18 x 1.5 35 29 35 17.5 38 103 93 0.7 12 350 218056 350 218093
16 11/16 - 12 UN -   2B 94 19.0 60.0 M 22 x 1.5 45 38 45 22.5 49 123 111 1.4 16 350 218023 350 218094
20 15/16 - 12 UN -   2B 127 19.0 77.0 M 22 x 1.5 50 38 50 25.0 54 128 116 2.2 20 350 218024 350 218095
25 15/8 - 12   UN -   2B 143 19.0 93.0 M 22 x 1.5 60 38 60 30.0 66 138 126 4.0 25 350 218025 350 218096
32 17/8 - 12   UNF - 2B 143 19.0 98.0 M 36 x 1.5 70 50 70 35.0 76 193 174 5.0 32 350 218026 350 218097
40 2½ - 12    UNF - 2B 165 19.0 111.0 M 36 x 1.5 90 50 90 45.0 96 213 194 9.1 40 350 218027 350 218098

Body: steel, zinc nickel plated stainless steel
Spindle: steel stainless steel
Rotary knob: aluminum aluminum
O-rings: NBR FKM
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